6

2001

MCU

1&EY

-1004

EF7920F

EFP-ADAPTER |
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MCU MCU sw1
M37903F8(NORMAL) M37903F8CHP 1000H 103FFH | NORMAL
M379xXFC(NORMAL) M37902FCxHP 2000H 1FFFFH | NORMAL

M37920FCCHP
M379xXFG(NORMAL) M37902FGXHP 2000H 3FFFFH | NORMAL
M37920FGCHP
M379xxFJ(NORMAL) M37902FJCHP 3800H 7FFFFH | NORMAL
M37911FGC(NORMAL) M37911FGCHP 1000H 1FFFH | NORMAL
7C0000H  7FFFFFH
M37903F8(BOOT) M37903F8CHP OH 1FFFH | BOOT
M379xXFx (BOOT) M37902FxxHP OH 3FFFH | BOOT
M37920FXCHP
M37911FGC(BOOT) M37911FGCHP OH 1FFFH | BOOT
EF7920F-100H )
EFP-

Moniter Version

WinEFP Version
EFPMCU.TBL Version

Ver.3.00.34

Ver.1.02.14
Ver.3.02.16
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(7903)
FF90h
FF91h

FFOFh

*11D
*21D

(7911)
7FFFAOh
7FFFALh

7FFFAFh

ID
15

*1

15

*2

1D

(01h OFh)
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DOFF 90

|

53h 55h,49h,53h,45h,49h
06h

47



Block.. | Block Address Lock Status |
B 02000 == O0EFFF . *unlock
1 004000 ~~ 00BFFF lock  *unlock
2 005000 ~~ 007FFF lack  *unlock
3 008000 ~~ O0FFFF lack  *unlock
4 00000 ~~ O1FFFF lock  *unlock
] 020000 ~~ 02FFFF lock  *unlock
5] 030000 ~~ 0O3FFFF lack  *unlock
Lack Bit Read(B} [l I Cancel
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Cancel

XXXXXXH — XXXXXXH
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7911

NORMAL

~N

/
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